
BLANK RESULTS SUMMARY
Part 2 - Method Blanks

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: mg/kg

Prep Date:

Metal

(anr) Analyte not requested
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C Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 

(anr) Analyte not requested 

BLANK RESULTS SUMMARY 
Par 2 - Method Blanks 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Projec : Hi - Tee Plastics 
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Methods : SW846 6010C 
Units : mg/kg 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 
Matrix Type: SOLID

Prep Date:

Methods: SW846 6010C 
Units: mg/kg

03/20/13

Metal
D4 4 4 61-1 
Original MS

Spikelot
ICPALL2 % Rec

QC
Limits

Aluminum

Antimony

Arsenic 1.6 105 107 96.5 75-125

Barium 68.0 254 214 87.8 75-125

Beryllium

Boron anr

Cadmium 0.0 49.9 53.6 93.1 75-125

Calcium

Chromium 4.8 54.3 53.6 92.6 75-125

Cobalt

Copper anr

Iron

Lead 4.5 106 107 94.7 75-125

Lithium

Magnesium

Manganese 272 341 53.6 128.8(a) 75-125

Molybdenum

Nickel anr

Phosphorus anr

Potassium anr

Selenium 0.0 100 107 93.3 75-125

Silicon

Silver 0.0 20.1 21.4 93.8 75-125

E

Sodium

Strontium

Thallium

Tin

Titanium

Uranium

Vanadium

Zinc anr

Associated samples MP9681: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits
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C Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 
D44461-l 
Original MS 

Aluminum 

Antimony 

Arsenic 

Barium 

Beryllium 

Boron 

Cadmium 

Calci m 

Chromium 

Cobalt 

Copper 

Iron 

Lead 

Lithium 

Magnesium 

Manganese 

Molybdenum 

Nickel 

Phosphorus 

1. 6 

68.0 

anr 

0 . 0 

4 . 

anr 

4 . 5 

272 

anr 

anr 

Potassium anr 

Selenium 0 . 0 

Silicon 

Silver 0.0 

Sodium 

Strontium 

Thallium 

Tin 

Titanium 

Uranium 

Vanadium 

Zinc anr 

105 

254 

4 9 . 9 

54 . 3 

106 

341 

100 

20.1 

MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D44461 
Account: LTENCODE - LT Environmental 

Project : Hi-Tee Plastics 

03/20/13 

Spikelot 
ICPALL2 % Rec 

107 96 . 5 

214 87 . 8 

53 . 6 93 . 1 

53 . 6 92 . 6 

107 94 . 7 

C 
Limits 

7 5-125 

7 5-125 

7 5-125 

75-125 

7 5-125 

53 . 6 128 . 8(a) 75-125 

107 93 . 3 7 5-125 

21. 4 93 . 8 7 5-125 

Methods : SW846 6010C 
Units : mg/kg 

Associated samples MP9681 : D44461-l , D44461 - 2 , D44461-3 , D44461-4 , D44461-5 , D44461-6 , D44461 - 7 

Results< IDL are shown as zero for calculation purposes 
('I Outside of C limits 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: mg/kg

Prep Date:

Metal

(N) Matrix Spike Rec. outside of QC limits 
(anr) Analyte not requested
(a) Spike amount low relative to the sample amount. Refer to lab control or spike blank for recovery 

information.
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C Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 

MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi-Tee Plas ics 

Methods : SW846 6010C 
Units : mg/kg 

(N) Matrix Spike Rec . outside of C limits 
(anr) Analyte not requested 
(al Spike amount low relative o the sample amount . Refer to lab control or spike blank for recovery 

information . 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 

Account: LTENCODE - LT Environmental 
Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: mg/kg

Prep Date: 03/20/13

Metal
D44461-1
Original MSD

Spikelot
ICPALL2 % Rec

MSD
RPD

QC
Limit

Aluminum

Antimony

Arsenic 1.6 102 104 96.5 2.9 20

Barium 68.0 236 208 81.7 7.3 20

Beryllium

Boron

Cadmium

anr

0.0 49.3 52 94.8 1.2 20

Calcium

Chromium 4.8 53.2 52 93.2 2.0 20

Cobalt

Copper

Iron

Lead

anr

4.5 103 104 94.7 2.9 20

Lithium

Magnesium

Manganese 272 299 52 51.9 (a) 13.1 20

Molybdenum

Nickel

Phosphorus

Potassium

Selenium

anr

anr

anr

0.0 97.3 104 93.5 2.7 20

Silicon

Silver 0.0 19.8 20.8 95.1 1.5 20

Sodium

Strontium

Thallium

Tin

Titanium

Uranium

Vanadium

Zinc anr

Associated samples MP9681: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D4 4 4 61 
Account : LTENCODE - LT Environmental 

Project : Hi - Tee Plastics 

C Batch ID : MP9681 Methods : SW846 6010C 
Matrix Type : SOLID Units : mg/kg 

Prep Date : 03/20/13 

D44461-1 Spikelot MSD C 
Metal Original MSD ICPALL2 % Rec RPD Limit 

Aluminum 

Antimony 

Arsenic 1. 6 102 104 96 . 5 2 . 9 20 

Barium 68 . 0 236 208 81. 7 7 . 3 20 

Beryllium 

Boron anr 

Cadmium 0 . 0 49 . 3 52 94 . 8 1. 2 20 

Calciu 

Chromium 4 . 8 53 . 2 52 93 . 2 2 . 0 20 

Cobalt 

Copper anr 

Iron 

Lead 4 . 5 103 104 94 . 7 2 . 9 20 

Lithium 

Magnesium 

Manganese 272 299 52 51. 9 (a) 13.1 20 

Molybdenum 

Nickel anr 

Phosphorus anr 

Potassium anr 

Selenium 0 . 0 97 . 3 104 93 . 5 2 . 7 20 

Silicon 

Silver 0 . 0 19 . 8 20 . 8 95 . 1 1.5 20 

Sodium 

Strontium 

Thallium 

Tin 

Titanium 

Uranium 

Vanadium 

Zinc anr 

Associated samples MP96Bl : D44461-1 , D44461-2 , D44461-3 , D44461-4 , D44461-5 , D44461-6 , D44461 - 7 

Results< IDL are shown as zero for calculation purposes 
(') Outside of QC limi s 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 
Matrix Type: SOLID

Prep Date:

Metal

(N) Matrix Spike Rec. outside of QC limits 
(anr) Analyte not requested
(a) Spike amount low relative to the sample amount. Refer to lab control or spike blank for recovery 

information.

Methods: SW846 6010C 
Units: mg/kg
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QC Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 

MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi - Tee Plastics 

Methods : SW846 6010C 
Units : mg/kg 

(N) Matrix Spike Rec . outside of C limits 
(anr) Analyte not reques ed 
(a) Spike amount low relative to the sample amount . Refer to lab control or spike blank for recovery 

information . 
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SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: mg/kg

Prep Date: 03/20/13

BSP Spikelot QC
Metal Result ICPALL2 % Rec Limits

A1 uminum

Antimony

Arsenic 101 100 101.0 80-120

Barium 191 200 95.5 80-120
o.

Beryllium ■
Boron anr

Cadmium 49.8 50 99.6 80-120

Calcium

Chromium 49.9 50 99.8 80-120

Cobalt

Copper anr

Iron

Lead 101 100 101.0 80-120

Lithium

Magnesium

Manganese 49.1 50 98.2 80-120

Molybdenum

Nickel anr

Phosphorus anr

Potassium anr

Selenium 102 100 102.0 80-120

Silicon

Silver 19.9 20 99.5 80-120

Sodium

Strontium

Thallium

Tin

Titanium

Uranium

Vanadium

Zinc anr

Associated samples MP9681: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits
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SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY 

Login Number : D4 4 4 61 
Account : LTENCODE - LT Environmental 

Project : Hi-Tee Plastics 

QC Batch ID : MP9681 Methods : SW846 6010C 
Matrix Type : SOLID Units : mg/kg 

Prep Date : 03/20/13 

BSP Spikelot C 
Metal Result ICPALL2 % Rec Limits 

Aluminum 

An imony 

Arsenic 101 100 101. 0 80-120 

Bari um 191 200 95 . 5 80-120 

Beryllium 

Boron anr 

Cadmium 4 9. 8 50 99 . 6 80 - 120 

Calcium 

Chromium 49 . 9 50 99 . 8 80 - 120 

Cobalt 

Copper anr 

Iron 

Lead 101 100 101. 0 80 - 120 

Lithium 

Magnesium 

Manganese 4 9 . 1 50 98 . 2 80-120 

Molybdenum 

Nickel anr 

Phosphorus anr 

Potassium anr 

Selenium 102 100 102 . 0 80-120 

Silicon 

Silver 19 . 9 20 99 . 5 80-120 

Sodium 

Strontium 

Thallium 

Tin 

Titanium 

Uranium 

Vanadium 

Zinc anr 

Associated samples MP9681 : D44461-l , D44461-2 , D44461 - 3 , D44461-4 , D44461 - 5 , D44461-6 , D44461 - 7 

Results< IDL are shown as zero for calculation purposes 
(•) Outside of QC limils 
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SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: mg/kg

Prep Date:

Metal

(anr) Analyte not requested

E
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QC Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 

(anr) Analyte not requested 

SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi-Tee Plastics 

Page 2 

Methods : SW846 6010C 
Units : mg/kg 
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SERIAL DILUTION RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 Methods: SW846 6010C
Matrix Type: SOLID Units: ug/1

Prep Date: 03/20/13

Metal
D44461-1
Original SDL 1:5 %DIF

QC
Limits

Aluminum

Antimony

Arsenic 14.3 61.5 310.0(a) 0-10

Barium 653 727 14.6*(b) 0-10

Beryllium

Boron anr

Cadmium 0.00 0.00 NC 0-10

Calcium

Chromium 45.7 45.5 1.6 0-10

Cobalt

Copper anr

Iron

Lead 43.4 66.5 53.2 (a) 0-10

Lithium

Magnesium

Manganese 2620 2890 10.5* 0-10

Molybdenum

Nickel anr

Phosphorus anr

Potassium anr

Selenium 0.00 0.00 NC 0-10

Silicon

Silver 0.00 2.50 NC 0-10

Sodium

Strontium

Thallium

Tin

Titanium

Uranium

Vanadium

Zinc anr

Associated samples MP9681: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes
(*) Outside of QC limits
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QC Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

SERIAL DILUTION RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project: Hi-Tee Plastics 

03/20/13 

Methods : SW846 6010C 
Units : ug/1 

D44461-1 QC 
Metal 

Aluminum 

Antimony 

Arsenic 

Barium 

Beryllium 

Boron 

Cadmium 

Calci m 

Chromium 

Cobalt 

Copper 

Iron 

Lead 

Lithium 

Magnesium 

Manganese 

Molybdenum 

Nickel 

Phosphorus 

Original SOL 1 : 5 %DIF Limits 

14 . 3 61. 5 310 . 0(a) 0-10 

653 727 14 . 6*(b) 0-10 

anr 

0 . 00 0 . 00 NC 0- 10 

4 5. 7 45 . 5 1. 6 0- 10 

anr 

4 3 . 4 66 . 5 53 . 2 (a) 0- 10 

2620 2890 10 . 5* 0- 10 

anr 

anr 

Potassium anr 

Selenium 0 . 00 0 . 00 NC 0- 10 

Silicon 

Silver 0 . 00 2.50 NC 0-10 

Sodium 

Stronti m 

Thallium 

Tin 

Titanium 

Uranium 

Vanadium 

Zinc anr 

Associated samples MP9681: D44461-1 , D44461-2 , D44461-3 , D44461-4 , D44461-5 , D44461-6 , D44461-7 

Results< IDL are shown as zero for calculation purposes 
(*) Outside of QC limits 
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SERIAL DILUTION RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9681 
Matrix Type: SOLID

Prep Date:

Metal

(anr) Analyte not requested
(a) Percent difference acceptable due to low initial sample concentration (< 50 times IDL).
(b) Serial dilution indicates possible matrix interference.

Methods: SW846 6010C 
Units: ug/1
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QC Batch ID : MP9681 
Matrix Type : SOLID 

Prep Date : 

Metal 

(anr) Analyte not requested 

SERIAL DILUTION RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi-Tee Plastics 

Methods : SW846 6010C 
Units : ug/1 

(a) Percent difference acceptable due to low initial sample concentration (< 50 times IDL) . 
(b) Serial dilution indicates possible matrix interference . 

Page 2 

I 

• • 50 of 5, • ACCUTEB, 



BLANK RESULTS SUMMARY 
Part 2 - Method Blanks

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: 
Matrix Type:

Prep Date:

MP9693
SOLID

03/21/13

Methods: SW846 7471B
Units: mg/kg

Metal RL IDL MDL
MB

raw final

Mercury 0.083 .00088 .00075 0.0013 <0.083

Associated samples MP9693: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits 

(anr) Analyte not requested

E
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QC Batch ID : MP9693 
Matrix Type : SOLID 

Prep Date : 

IMetal RL IDL 

Mercury 0 . 083 . 00088 

BLANK RESULTS SUMMARY 
Part 2 - Me hod Blanks 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi - Tee Plastics 

MDL 

. 00075 

MB 
raw 

0 . 0013 

03/21 /13 

final 

<0 . 083 

Methods : SW846 7471B 
Units : mg/kg 

Associated samples MP9693 : D44461 - 1 , D44461-2 , D44461-3 , D44461 - 4 , D44461-5 , D44461 - 6 , D44461 - 7 

Results< IDL are shown as zero for calculation purposes 
(*) Outside of C limits 
(anr) Analyte not requested 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9693 Methods: SW846 747IB
Matrix Type: SOLID Units: mg /kg

Prep Date: 03/21/13

D44461-1 Spikelot QC
Metal Original MS HGWSR1 % Rec Limits

Mercury 0.0026 0.33 0.349 93.8 75-125

Associated samples MP9693: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits
(N) Matrix Spike Rec. outside of QC limits 
(anr) Analyte not requested
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QC Batch ID : MP9693 
Matrix Type : SOLID 

Prep Date : 

D44461 - l 
Metal Original 

Mercury 0 . 0026 

MS 

0 . 33 

MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi - Tee Plastics 

03/21/13 

Spikelot C 
HGWSRl % Rec Limits 

0 . 349 93 . 8 75-125 

Methods : SW846 74718 
Units : mg/kg 

Associated samples MP9693 : D44461-l , D44461 - 2 , D44461-3 , D44461 - 4 , D44461 - 5 , D44461 - 6 , D44461 - 7 

Results < IDL are shown as zero for calculation purposes 
(*) Outside of C limits 
(NI Matrix Spike Rec . outside of C limits 
(anr) Analyte not requested 
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MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: MP9693 Methods: SW846 7471B
Matrix Type: SOLID Units: mg /kg

Prep Date: 03/21/13

D44461-1 Spikelot MSD QC
Metal Original MSD HGWSR1 % Rec RPD Limit

Mercury 0.0026 0.35 0.344 101.1 5.9 20

Associated samples MP9693: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are shown as zero for calculation purposes 
(*) Outside of QC limits
(N) Matrix Spike Rec. outside of QC limits 
(anr) Analyte not requested
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QC Batch ID : MP9693 
Matrix Type : SOLID 

Prep Date : 

Metal 

Mercury 

D44461-l 
Original MSD 

0 . 0026 0 . 35 

MATRIX SPIKE AND DUPLICATE RESULTS SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi - Tee Plastics 

Spikelot 
HGWSRl % Rec 

0 . 344 101 . 1 

03/2 1 /13 

MSD QC 

Methods : SW846 7471B 
Units : mg/kg 

RPD Limit 

5 . 9 20 

Associated samples MP9693 : D44461 - 1 , D44461 - 2 , D44461 - 3 , D44461-4 , D44461-5 , D44461 - 6 , D44461 - 7 

Results< IDL are shown as zero for calculation purposes 
(*) Outside of QC limits 
(NI Matrix Spike Rec . outside of QC limits 
(anr) Analyte not requested 
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SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY

Login Number: D44461 
Account: LTENCODE - LT Environmental 

Project: Hi-Tec Plastics

QC Batch ID: 
Matrix Type:

MP9693
SOLID

Methods: 
Units:

SW846 747 IB 
mg/kg

Prep Date: 03/21/13

Metal
BSP
Result

Spikelot
HGWSR1 % Rec

QC
Limits

Mercury 0.33 0.333 99.0 80-120

Associated samples MP9693: D44461-1, D44461-2, D44461-3, D44461-4, D44461-5, D44461-6, D44461-7

Results < IDL are 
(*) Outside of QC 

(anr) Analyte not

shown as zero for calculation purposes
limits

requested
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C Batch ID : MP9693 
Matrix Type : SOLID 

Prep Date : 

Metal 

Mercury 

BSP 
Result 

0 . 33 

SPIKE BLANK AND LAB CONTROL SAMPLE SUMMARY 

Login Number : D44461 
Account : LTENCODE - LT Environmental 

Project : Hi-Tee Plastics 

03/2 1/13 

Methods : SW846 74718 
Units : mg/kg 

Spikelot QC 
HGWSRl % Rec Limits 

0 . 333 99.0 80 - 120 

Associated samples MP9693: D44461-l , D44461 - 2 , D44461-3 , D44461 - 4 , D44461-5 , D44461-6 , D44461-7 

Results< IDL are shown as zero for calculation purposes 
(•) Outside of QC limits 
(anr) Analyte not requested 
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